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•  Connects computers with DVI graphics to multiple DVI compatible monitors or 

projectors

•  Fully compliant with DVI-Digital and DVI-Analog  

•  Speaker & enabled for audio enjoyment  

•  Maximize your viewers - Cascadable

•  Maintains highest link video resolution (1600 x 1200)

•  Supports DDWG (Digital Display Working Group) standard for DVI compliant 

monitors

•  Installs in minutes

Diagram

Features Specifications

VS-162/VS-164Model:

Function VS-162 VS-164

Outputs 2 4

LEDs Link 1

Power 1

Connectors    Video In 1 x DVI port (F)

Audio In 1 x Audio jack

Video Out 2 x DVI ports (F) 4 x DVI ports (F)

Audio Out 2 x Audio jacks 4 x Audio jacks

Power 1 x DC 5.3V jack

Power Adapter DC 5.3V

Power Consumption 3.4W 4.8W

Resolution Up to 1600 x 1200; DDC2B

Cable Distance 1.8m (6”) to monitor

Operating Temperature 0 - 50˚C

Storage Temperature -20 - 60˚C

Humidity 0 - 80% RH, Non-condensing

Housing Metal 

Weight 0.62kg 0.72kg

Dimensions (L x W x H) 210 x 88 x 55.5 cm
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